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We claim: 

A sanitary napkin having a pair of end edges, a first longitudinal edge an^ a 
[ second longitudinal edge located between the end edges, a backsheet layer, 
substantially liquid permeable topsheet layer and an absorbent disposed b^fween the 
topsheet layer and the backsheet layer; the sanitary napkin including a selectively 
releasable, interengaging fastening system comprising: 

a first wing extending from the first longitudinal edge of the^anitary napkin and a 
second wing extending from the second longitudinal edge of th^f sanitary napkin, each 
wing having a fixed end and a free end; 

a first fastener component comprising at least a ppftion of the first wing and the 
second wing, the first fastener component including an/engagement section having a 
plurality engagement members; and 

a cooperating fastener component comprising at least a portion of the first wing 
and the second wing such that the first and second wings of the sanitary napkin are 
capable of being joined by movement of the^espective components together generally 
along an attachment direction into an overlapping and interengaging configuration; 

wherein the first fastener competent is configured on the first wing and the second 
wing so that the overlapped and interemgaged wings are adapted to secure the sanitary 
napkin to an undergarment, and ar/unengaged first fastener component is positioned 
adjacent the backsheet so it is aj2(apted to engage the fabric of an undergarment 
positioned between the backsHeet and the wings. 

2. The sanitary/apkin of claim 1 , wherein the first fastener component has a 
plurality of substantially non-isotropic engagement members such that the engagement 
section has an axis of^ubstantially maximal engagement and the first fastener component 
is oriented so its axis of substantially maximal engagement is generally orthogonal to the 
attachment direction. 

3. /he sanitary napkin of claim 2, wherein each substantially non-isotropic 
engagement/iember has a stem portion with a distal end region and a securement 
element disposed at the distal end region of its corresponding stem portion. 

rfl^ i The sanita ^ na P kin of claim 1 , wherein the second fastener component is 

a nonwoven loop materiafl. 

5. The sarntary napkin of claim ^ wherein the nonwoven loop material is a 
pattern unbonded material 

6. The sanitary napkin of clafm 1 , wherein the fastening system can be used 
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to secure the sanitary napkin in a configuration convenient for disposal. 

7. The sanitary napkin of claim 1 , further comprising garment attachment 
adhesive on the backsheet layer. / 

8. The sanitary napkin of claim 1 , wherein at least one of the first aria second 
wings is substantially liquid permeable. / 

9. The sanitary napkin of claim 1 , wherein at least one of the ms\ and second 
wings is substantially liquid impermeable. / 

10. A multiple attachment system for a sanitary napkin haying a pair of end 
edges, a first longitudinal edge and a second longitudinal edge located between the end 
edges, a backsheet layer, a substantially liquid permeable topsheet layer and an 
absorbent disposed between the topsheet layer and the back^neet layer; multiple 
attachment system including a selectively releasable, interengaging fastening system 
comprising: / 

a first wing extending from the first longitudinaLedge of the sanitary napkin and a 
second wing extending from the second longitudinal/edge of the sanitary napkin, each 
wing having a fixed end and a free end; / 

a first fastener component comprising at/feast a portion of the first wing and the 
second wing, the first fastener component including an engagement section having a 
plurality of engagement members; and / 

a cooperating fastener componen/comprising at least a portion of the first wing 
and the second wing such that the first ^nd second wings of the sanitary napkin are 
capable of being joined by movement of the respective components together generally 
along an attachment direction into an overlapping and interengaging configuration; 

wherein the first fastener component is configured on the first wing and the second 
wing so the overlapped and interengaged wings are adapted to secure the sanitary napkin 
to an undergarment, and further present an unengaged first fastener component adjacent 
the backsheet so it is adapted to engage the fabric of an undergarment positioned 
between the backsheet and /the wings. 

1 1 . The multiple attachment system of claim 10, wherein the first fastener 
component has a plurality of substantially non-isotropic engagement members such that 
the engagement sectionr has an axis of substantially maximal engagement and the first 
fastener component is/oriented so its axis of substantially maximal engagement is 
generally orthogonal/xo the attachment direction. 
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£>f3 12 The mu,t 'P le attachment sysjgm of claim 10, wherein each substantially 
non-isotropic engagement member has/a stem portion with a distal end region and a 
securement element disposed at th^distal end region of its corresponding stem portion. 

13. The multiple attacHment system of claim 10, wherein the second fastener 
component is a nonwoven lopp material. 

14. The multiple attachment system of claim 1 3, wherein the nonwoven lop£ 
material is a pattern unbonded material. / 

15. The multiple attachment system of claim 10, wherein the attachment 
system can be used to secure the sanitary napkin in a configuration convenient for 
disposal. / 

16. The multiple attachment system of claim 10, further comprising garment 
attachment adhesive on the backsheet layer. / 

17. A sanitary napkin having a pair of end edges, a4irst longitudinal edge and a 
second longitudinal edge located between the end edges^a backsheet layer, a 
substantially liquid permeable topsheet layer and an absorbent disposed between the 
topsheet layer and the backsheet layer; the sanitary/napkin including a multiple 
attachment system comprising: / 

a first wing extending from the first lonortudinal edge of the sanitary napkin and a 
second wing extending from the second longitudinal edge of the sanitary napkin, each 
wing having a fixed end and a free end; / 

a first fastener component comprising at least a portion of a bottom surface of the 
first wing and the second wing, the first fastener component including an engagement 
section having a plurality of engagement members; and 

a cooperating fastener component comprising at least a portion of a top surface 
the first wing and the seconding such that the first and second wings can be 
interengaged by bringing a/top and bottom surface of respective wings into an overlapping 
configuration; / 

wherein the interengaged wings are adapted to secure the sanitary napkin to an 
undergarment, and further present an unengaged first fastener component adjacent the 
backsheet so it is>adapted to engage the fabric of an undergarment positioned between 
the backsheet and the wings. i 

18. / The sanitary napkin of claim 1 7, wherein the wings of the sanitary napkin 
can be mo^ed together into their overlapping configuration generally along an attachment 
directions 
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19. The sanitary napkin of clain/17, wherein the first fastener component has a 
plurality of substantially non-isotropic engagement members such that the engagement 
sectiQn has an axis of substantially ryfaximal engagement. 

^/^V 20 The sanitary^napkin of claim 19, wherein the first fastener component is 
oriented so its axis of s^stantially maximal engagement is generally orthogonal to the 
attachment direction/ 

21 . The sanitary napkin of claim 19^ wherein each substantially non-isotropic 
engagement member has a stem portion wijm a distal end region and a securement 
element disposed at the distal end region^of its corresponding stem portion. 

22. The sanitafy napkin of claim 17, wherein the second fastener component is 
a norp/voven loop mateplal. 

23. The sanitary napkin of claim 22, wherein the ^nwoven Joop material is a 
pattern unbonded material. 

24. The sanitary napkin of claim 17, whereifi the attachment system can be 
used to secure the sanitary napkin in a configuraW) convenient for disposal. 

25. The sanitary napkin of claim 17yfurther comprising garment attachment 
adhesive on the backsheet layer. 

26. The sanitary napkin of clajfri 17, wherein at least one wing includes 
perforation lines adjacent its fixed encj/fo provide quick removal of the napkin by tearing 
the wing along the perforation lines 
^ftf 27. A sanitary napkin having a pair of end edges, a first / k5ngitudinal edge and a 
second longitudinal edge located between the end edges, a backsheet layer, a 
substantially liquid permeable topsheet layer and an absorbent disposed between the 
topsheet layer and the backsheet layer; 

the sanitary napkin further including a pair o^Wings, each wing extending a 
longitudinal edge of the sanitary napkin and eacj^wing having a fixed end and a free end; 
each wing comprising: 

a first fastener component on a low§r surface of the wing, the first fastener 
component including an engagement section having a plurality engagement members; 
and 

a cooperating fastener component on an upper surface of the wing such that the 
wings of the sanitary napkin ane capable of being joined by bringing the top and bottom 
surface of respective wings into an overlapping and interengaging configuration; 
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wherein the interengagecTyirings are adapted to secure the sanitary napkin to an 
undergarment and further present an unengaged first fastener component adjacent the 
backsheet so it is adapted/fo engage the fabric of an undergarment positioned between 
the backsheet and the/wings. 

28. A sanitary napkin including ^n attachment system comprising: 

a pair of wings including selectively releasable, interengaging fasteners such that 
the wings are adapted to hold the sanitary napkin to an undergarment; and 

a fastener component including a plurality of engagement members so it is 
adapted to engage the fabric of am undergarment. 
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